
wood
Be different
Stay in your comfort zone.
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Claw Silver Oak

Hydrocork is a low thickness and waterproof 
floating solution that combines extreme 
performance with the comfort of cork. The 
innovative core made of composite cork is 
waterproof and incredibly stable, while its 
surface offers a wear resistance suitable for 
heavy commercial areas.
The product’s low thickness makes it also the 
optimal choice for renovation projects. The 
revolutionary PressFit compression system 
allows for a fast and easy installation.

wood Formats Floating
1225 x 195 x 6mm
48 7/32 x 7 11/16 x 1/4”
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4 sides beveled

B5WR001

Wheat Oak     
80000665
1225x195 x 6mm

B5T7002

Limed Grey Oak     
80000656
1225x195 x 6mm

B5R1002

Sand Oak     
80000644
1225x195 x 6mm

B5R0002

Linen Cherry     
80000642
1225x195 x 6mm

B5V3003

Claw Silver Oak     
80000661
1225x195 x 6mm

B5T0002

Light Beech     
80000652
1225x195 x 6mm

B5R3002

Wheat Pine     
80000646
1225x195 x 6mm

Hydrocork wood visuals will 
endure the test of time and 
make any space feel more 
welcoming.

Whether you choose a 
traditional or contemporary 
look, Hydrocork will provide 
the perfect solution to match 
your design style.
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B5P3002

Sawn Bisque Oak     
80000624
1225x195 x 6mm

B5P2002

Sawn Twine Oak     
80000622
1225x195 x 6mm

B5WS001

Light Dawn Oak     
80000666
1225x195 x 6mm

B5Q0002

Alaska Oak     
80000636
1225x195 x 6mm Alaska Oak

4 sides beveled

Hydrocorkwood
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B5P0002

Castle Raffia Oak     
80000618
1225x195 x 6mm

B5P4003

Arcadian Soya Pine     
80000627
1225x195 x 6mm Castle Raffia Oak
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Sylvan Gold Oak
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4 sides beveled

B5Q1002

Chalk Oak     
80000638
1225x195 x 6mm

B5R4002

Elegant Oak     
80000648
1225x195 x 6mm

B5P1002

Castle Toast Oak     
80000620
1225x195 x 6mm

B5P5003

Arcadian Rye Pine     
80000630
1225x195 x 6mm

B5Q2002

European Oak     
80000640
1225x195 x 6mm

B5T5002

Nature Oak     
80000654
1225x195 x 6mm

B5L8001

Sylvan Gold Oak     
80000616
1225x195 x 6mm
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4 sides beveled

B5WQ001

Sylvan Brown Oak     
80000664
1225x195 x 6mm

B5WU001

Rustic Fawn Oak     
80000668
1225x195 x 6mm

B5P7002

Century Fawn Pine     
80000634
1225x195 x 6mm

Hydrocorkwood
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Rustic Fawn Oak

B5WT001

Arcadian Artic Pine     
80000667
1225x195 x 6mm

B5R7002

Cinder Oak     
80000650
1225x195 x 6mm

Arcadian Artic Pine
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Century Morocco Pine

B5WV001

Rustic Grey Oak     
80000669
1225x195 x 6mm

B5P6002

Century Morocco Pine   
80000632
1225x195 x 6mm

Hydrocorkwood
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Technical 
solution

HIGH RESOLUTION DECORATIVE

SOLID VINYL LAYER

AGGLOMERATED CORK COMPOSITE CORE WITH PRESSFIT 3MM

BALANCING VINYL LAYER

PROTECTIVE WEAR LAYER

Finishing & Warranty

* Please see the terms and conditions of Wicanders Limited Warranty on the website.

Suitable for heavy traffic residential areas  
and heavy traffic commercial areas.Class 33

PROTECTIVE WEAR LAYER

CE marking is a certification mark that indicates conformity with 
health, safety and environmental protection standards for products 
sold within the European Economic Area (EEA).

As of January 2012, France has adopted regulations that limit 
total VOC emissions of building products. Manufacturers, selling 
their products in France must obtain a classification ranging from 
A+ (very low emissions) to C (high emissions). The declared goal  
is to improve indoor air quality in private/ commercial buildings.

TÜV-PROFiCERT is a transnational certificate for VOC-emissions 
and air quality, certifying that a product complies with different 
national regulations, such as AgBB, Belgian VOC regulation, Finnish 
M1 classification, BREEAM Exemplary Level, LEED v4 (outside 
North America), RAL-UZ 120 and Austrian Eco Label (Guideline UZ 
56).

Greenguard certification identifies products that have low chemical 
emissions, improving the indoor air quality. The GOLD certification 
ensures that a product is acceptable for use in environments such as 
schools and healthcare facilities.

An Environmental Product Declaration is a verified document 
that reports environmental data of products based on life cycle 
assessment and other relevant information in accordance with the 
international standard ISO 14025.

In 2003 Japan has adopted regulations that limit formaldehyde 
emissions of buildings products, in order to improve indoor air 
quality. So that products can be sold in Japan, they must have the 
classification ranging from F4 stars (extremely low emissions) to F3 
stars (low emissions), but in this case with some restrictions.

2 POINTS 2 POINTS (UPON REQUEST)

10
WARRANTY

YEARS
33

*
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Datos técnicos Norma Unidad Valor

Dimensión (LxAnxAl) - - 1225 x 195 x 6mm | 48 
7/32 x 7 11/16 x 1/4”

Masa por unidad - Kgs / m2 8,12

Embalaje (caja/palet) - m2 1,672 / 93,632

Doméstico ISO 10874 Classe 23

Comercial ISO 10874 Classe 33

PROPIEDADES GENERALES - EN 16511

Espesor, t - ISO 24337 "Δtavg ≤ 0,50 mm, en relación con el valor nominal/  
tmax - tmin ≤ 0,50 mm" Conforme

Largo, l ISO 24337 "≤ 1 500 mm: Δl ≤ 0,5 mm /  
> 1 500 mm: Δl ≤ 0,3 mm/m" Conforme

Ancho, w ISO 24337 "Δwavg ≤ 0,10 mm, en relación con el valor nominal/  
wmax - wmin ≤ 0,20 mm" Conforme

Escuadría, q ISO 24337 max ≤ 0,20 mm Conforme

Rectitud, s ISO 24337 max ≤ 0,30 mm/m Conforme

Aberturas, o ISO 24337 max ≤ 0,20 mm Conforme

Diferencia de altura, h ISO 24337 hmax ≤ 0,15 mm Conforme

Planitud del panel (Largo - cóncavo/convexo) ISO 24337 cóncavo ≤ 0,50 %, / convexo ≤ 1,0 % Conforme

Planitud del panel (Ancho - cóncavo/convexo) ISO 24337 cóncavo ≤ 0,15 %, / convexo ≤ 0,20 % Conforme

PROPIEDADES DE CLASIFICACIÓN - EN 16511

Resistencia al desgaste IP EN 15468, procedure B ≥ 5 000 ciclos   Conforme

Resistencia al impacto [mm] (bola grande) EN 13329:2006+A1:2008, Anexo F ≥ 1 600 mm  Conforme

Prueba de resistencia a silla con rodillos (Castor Chair) EN 425 25 000 ciclos Conforme

Resistencia a las manchas EN 438–2 Grupos 1 and 2: grado 5 
Group 3: grado 4 Conforme

Indentación residual EN ISO 24343-1 ≤ 0,2 mm Conforme

Dilatación ISO 24336 ≤ 18% Conforme

Estabilidad dimensional (heat conditions) ISO 23999 ≤ 0.25% Conforme

PROPIEDADES DE SEGURIDAD - EN 14041

Resistencia al fuego EN ISO 11925-2 + EN ISO 9239-1 : Class 
EN 13501-1 Classe Bfl-s1

Clasificación de resistencia a deslizamiento EN 13893 Classe DS

Emisión de formaldehído EN 717-1 Classe E1

Electrical behaviour EN 1815 kV Not antistatic

Contenido de pentaclorofenol (PCP) EN 14041 
Anexo B mg/kg Indetectable

PROPIEDADES ADICIONALES

Reducción del sonido de impactos EN ISO 10140 dB (∆ Lw) 16

Sonido de pisadas IHD-W431 dB 
%

Diferencia de sonoridad  
12,2dB Mejora de la 
reducción 42,0%

Resistencia térmica (conductividad térmica) EN ISO 10456 m2·K/W 0,05

wood Hydrocork

Rev.00


