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Sea diferente. Quédese 
en su zona de confort.



Formats Floating

Washed Moon Oak

Floating floor with classic wood visuals 
and a multilayer cork structure for added 
performance in terms of thermal and accoustic 
insulation.
This practical solution is ideal for those who like 
the beauty of wood combined with an easy to 
maintain and scratch resistant surface.

1220 x 185 x 10,5 mm
48 1/32x7 9/32x13/32”

LJW3001

Quartz Larch
80002092
1220 x 185  x 10,5mm

LJUX001

Oak Light Gris
80002055
1220 x 185  x 10,5mm

LJVZ001

Oak Modern Gris
80002090
1220 x 185  x 10,5mm

LJN3001

Storm Oak
80001953
1220 x 185  x 10,5mm

B0VM001

Washed Moon Oak
80000582
1220 x 185  x 10,5mm

LJN2001

Ivory Salt Oak
80001950
1220 x 185  x 10,5mm

B0N9001

Frozen Oak
80000521
1220 x 185  x 10,5mm

NEW

NEW NEW

NEW

NEW
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Argent Oak

LJR9004

Polar Nature Oak
80002012
1220 x 185  x 10,5mm

B0VB001

Argent Oak
80000577
1220 x 185  x 10,5mm

LJWB001

Limed White Rustic Oak
80002098
1220 x 185  x 10,5mm

LJW6001

Old Larch
80002094
1220 x 185  x 10,5mm

LJUY001

Oak Light Nature
80002057
1220 x 185  x 10,5mm

B0VI001

Pastel Oak
80000579
1220 x 185  x 10,5mm

B0VP001

Washed Desert Oak
80000583
1220 x 185  x 10,5mm

B0VK001

Washed Tundra Oak
80000581
1220 x 185  x 10,5mm

NEW NEW NEW

NEW

Gowood



Chalk Oak

LJN4001

Hard Oak
80001957
1220 x 185  x 10,5mm

LJS0005

Fall Pine
80002020
1220 x 185  x 10,5mm

LJS1004

Highland Pine
80002028
1220 x 185  x 10,5mm

LJS2004

Classic Cherry *
80002034
1220 x 185  x 10,5mm

LJUZ001

Oak Nature
80002059
1220 x 185  x 10,5mm

LJWA001

Oil Taupe Oak
80002097
1220 x 185  x 10,5mm

B0VC001

Linen Oak
80000578
1220 x 185  x 10,5mm

B0Q0003

Alaska Oak
80000537
1220 x 185  x 10,5mm

LJN5001

Limed Oak
80001959
1220 x 185  x 10,5mm

LJN6001

Savan Limed Oak
80001961
1220 x 185  x 10,5mm

* minimum order quantity: 250 m2

Oil Taupe Oak

NEWNEW NEW NEW

NEWNEWNEW NEW

Gowood



Chalk Oak

LJW5001

Natural Larch
80002093
1220 x 185  x 10,5mm

LJY6001

Oak Rustic
80002109
1220 x 185  x 10,5mm

B0WX001

Caribbean Oak
80000592
1220 x 185  x 10,5mm

B0VJ001

Almond Oak
80000580
1220 x 185  x 10,5mm

NEW

NEW

B0Q1003

Chalk Oak
80000538
1220 x 185  x 10,5mm

LJS5005

Indian Dark Oak
80002045
1220 x 185  x 10,5mm

NEW

Gowood



Technical 
solution

HIGH RESOLUTION DECORATIVE

SOLID VINYL LAYER

AGGLOMERATED CORK 1,5MM

HDF – HIGH DENSITY FIBERBOARD WITH CORKLOC

INTEGRATED CORK UNDERLAY 1,2MM

PROTECTIVE WEAR LAYER

Finishing & Warranty
Suitable for heavy traffic residential areas
and moderate traffic commercial areas.
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Greenguard certification identifies products that 
have low chemical emissions, improving the indoor 
air quality. The GOLD certification ensures that a 
product is acceptable for use in environments such as 
schools and healthcare facilities.

TÜV-PROFiCERT is a transnational certificate for 
VOC-emissions and air quality, certifying that a 
product complies with different national regulations, 
such as AgBB, Belgian VOC regulation, Finnish M1 
classification, BREEAM Exemplary Level, LEED v4 
(outside North America), RAL-UZ 120 and Austrian 
Eco Label (Guideline UZ 56).

As of January 2012, France has adopted regulations 
that limit total VOC emissions of building products. 
Manufacturers, selling their products in France must 
obtain a classification ranging from A+ (very low 
emissions) to C (high emissions). The declared goal  
is to improve indoor air quality in private/ commercial 
buildings.

An Environmental Product Declaration is a verified 
document that reports environmental data  
of products based on life cycle assessment and 
other relevant information in accordance with  
the international standard ISO 14025.

CE marking is a certification mark that indicates 
conformity with health, safety and environmental 
protection standards for products sold within the 
European Economic Area (EEA).

5 POINTS 8 POINTS

LJWC001

Rustic Taupe Oak
80002100
1220 x 185  x 10,5mm

LJS4005

Shield Oak *
80002040
1220 x 185  x 10,5mm

B0O9001

Light Sucupira
80000526
1220 x 185  x 10,5mm

LJS3005

Classic Nature Oak
80002037
1220 x 185  x 10,5mm

NEW

NEWNEW

Class 32
PROTECTIVE WEAR LAYER

* minimum order quantity: 250 m2

LJN1001

Honey Oak
80001949
1220 x 185  x 10,5mm
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Datos técnicos Norma Unidad / Método de ensayo Valor

Dimensión (LxAnxAl) - mm 1220x185x10,5

Masa por unidad - Kgs / m2 9,80

Embalaje (caja/palet) - m2 1,806 / 79,464

Doméstico ISO 10874 Classe 23

Comercial ISO 10874 Classe 32

PROPIEDADES GENERALES - EN 16511

Espesor, t - ISO 24337 Δtavg ≤ 0,50 mm, en relación con el valor nominal/  
tmax - tmin ≤ 0,50 mm Conforme

Largo, l ISO 24337 ≤ 1 500 mm: Δl ≤ 0,5 mm /  
> 1 500 mm: Δl ≤ 0,3 mm/m Conforme

Ancho, w ISO 24337 Δwavg ≤ 0,10 mm, en relación con el valor nominal/  
wmax - wmin ≤ 0,20 mm Conforme

Escuadría, q ISO 24337 max ≤ 0,20 mm Conforme

Rectitud, s ISO 24337 max ≤ 0,30 mm/m Conforme

Aberturas, o ISO 24337 max ≤ 0,20 mm Conforme

Diferencia de altura, h ISO 24337 hmax ≤ 0,15 mm Conforme

Planitud del panel (Largo - cóncavo/convexo) ISO 24337 cóncavo ≤ 0,50 %, / convexo ≤ 1,0 % Conforme

Planitud del panel (Ancho - cóncavo/convexo) ISO 24337 cóncavo ≤ 0,15 %, / convexo ≤ 0,20 % Conforme

Propiedades de clasificación - EN 16511

Resistencia al desgaste IP EN 15468 - Anexo A ≥ 1 500 ciclos Conforme

Resistencia al impacto [mm] (bola grande) EN 13329:2006+A1:2008, Anexo F ≥ 800 mm Conforme

Prueba de resistencia a silla con rodillos (Castor Chair) EN 425 25 000 ciclos Conforme

Resistencia a las manchas EN 438–2 Grupos 1 y 2: grado 4 
Grupo 3: grado 3 Conforme

Indentación residual EN ISO 24343-1 ≤ 0,3 mm Conforme

Dilatación ISO 24336 ≤ 20 % Conforme

PROPIEDADES DE SEGURIDAD - EN 14041

Resistencia al fuego EN ISO 11925-2 + EN ISO 9239-1 : Class 
EN 13501-1 Classe Bfl-s1

Clasificación de resistencia a deslizamiento EN 13893 Classe DS

Emisión de formaldehído EN 717-1 Classe E1

Contenido de pentaclorofenol (PCP) "EN 14041 
Anexo B" mg/kg Indetectable

PROPIEDADES ADICIONALES

Reducción del sonido de impactos EN ISO 10140 dB (∆ Lw) 16

Resistencia térmica (conductividad térmica) EN 12667 m2·K/W R <0,112
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