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Being inspired by Nature
is the beginning.

cork
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CORK AGGLOMERATE CORE

GENUINE CORK VENEER

PROTECTIVE FINISH

A collection of wall coverings with cork visuals that will create the perfect atmosphere. Available in 

several colors and designs, dekwall will provide a sense of silence and thermal insulation due to the 

unique properties of cork. AMORIM WISE wall coverings are available with cork looks – natural or 

painted, and are protected with wax or varnish finishings.

Finishing
WAX

600 x 300 x 3 mm
23 1/3 x 11 2/3 x 1/8”

Formats

dekwall

The product samples images in this collection were cut from a larger piece. Decor and shade may vary slightly.

PU Prefinished

PU PF
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RY77001  Hawai Exclusive
81000087	 	

RY1G001  Hawai Black Oyster
81000063	

RY77002  Hawai White
81000088	 	

RY67001  Hawai Red 
81000083	 	

RY1F001  Hawai Black Pearl
81000062	 	

RY11001  Hawai Natural
81000057	 	

RY76001  Hawai Green 
81000086	 	

RY75001  Haway Brown
81000085	 	
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RY1N001  Malta Moonlight
81000001	 	

RY1M001  Malta Champagne
81000067	

RY1K001  Malta Platinum 
81000065	 	

RY1L001  Malta Chestnut
81000066	 	

Malta Moonlight



2 7

RY19002  Fiord Exclusive
81000061	 	

RY15001  Fiord Natural
81000058	

RY39002  Tenerife Red 
81000070	 	

RY19001  Fiord White 
81000000	 	

RY43001  Tenerife Natural
81000073	 	

RY41001  Tenerife Black
81000072	 	

Fiord Natural



2 8

RY07001  Flores White
81000056	 	

RY40001  Melville
81000071	 	

RY48001  Bali
81000074	 	 	 	

RY56001  Cayman 
81000080	 	

Bali
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TA01001  Bamboo Artica
81000004	 	

TA04001  Bamboo Terra
81000094	

TA22001  Stone Art Oyster 
81000102	 	

TA05001  Bamboo Toscana 
81000095	 	

TA23001  Stone Art Pearl
81000104	 	

TA24001  Stone Art Platinum 
81000106	 	

Stone Art Oyster

PU PF

PU PF

PU PF PU PF

PU PF

PU PF
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Hawai Natural

Bamboo Artica



Datos técnicos Norma Unidad Valor

Dimensión (LxAnxAl) EN 427 mm 600 ± 0.5% 
300 ± 0.5%

Mass per unit - Kg/m2 0,95

Embalaje (caja/palet) - m2 5,94 / 213,84

Cuadratura EN 427 mm 600: < 1.0mm 
300: < 0.5mm

ESPESOR ISO 7322 mm 3.0 ± 0.3%

DENSIDAD EVIDENTE EN 672 Kg/m³ ≥ 200

ESTABILIDAD DIMENSIONAL EN 434 % 3.0 ± 0.3%

CURLING EN 434 mm ≤ 6

CONTENIDO DE HUMEDAD EN 12105 % ≤ 7

FORMALDEHÍDO EN 12149, method C mg/Kg ≤ 95

MONÓMERO DE CLORURO DE VINILO (VCM) EN 12149, TEST B mg/Kg ≤ 0,2

Resistencia térmica EN 12667 m2 K/w 0.0572 (Barnizado) 
0.0583 (Encerado)

REACCIÓN AL FUEGO EN 15102: 2007 Class E

ABSORCIÓN DE SONIDO ISO 354 αw 0,1

LIBERACIÓN DE METALES PESADOS Y ELEMENTOS 
ESPECÍFICOS EN 12149 cumplido

dekwall
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